ECOBRITE LIQUID LAUNDRY SYSTEM

CLEAN.SAFE.EFFICIENT.

ECOLAB  Ecobrite Power Color

LIQUID SURFACTANT BOOSTER

B Emulsifying agent to remove fat and oil

B Excellent emulsifying power, especially for mineral oil

® Low foaming

B Stable viscosity over a wide range of temperatures for improved dispensing
m Without optical brigthener

USE INSTRUCTIONS SAFETY PACK SIZE

Ecobrite Power Color can be used for For professional use only. 20 kg

all washable textiles made of wool, silk, Safety Data Sheet available for 10L

polyester, cotton, polyester/cotton mix, professional users on request.

acryl, polyamide, linen, viscose and lycra. For further information and safety STORAGE .CONDITI.O.NS .
Application Temperature: 30 °C - 95 °C. instructions, see product label and Store only in the original container.
Ecobrite Power Color is designed for Safety Data Sheet. Recommended storage temperature
automatic dosing and should be used between 5 °C and 40 °C.

with an Ecolab laundry dispenser. pH Value: (100 %)
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Recommended use concentration

2 -10 ml/kg dry textiles depending on

soil level.

Your Ecolab specialist will install and
adjust the Ecobrite Liquid Laundry System
to your washing procedures.
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